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Typical wearer overall resistance Rgp = 105 - 107 ohm�

ABEBA®  WOMEN‘S / MEN‘S SECURITY SHOES

Part Nr.	 Colour	 Size

2590.31038 �	 black	 35 - 48

• ��PU sole with high resistance to slip 
according to EN ISO 20345:2007-S2, SRA

• �Special lining absorbing perspiration, antibacterial
• Steel toe-cap
• Smooth leather
• �Insole with gel shock absorbing  

Part Nr. 2590.3562 see page 50/51

Part Nr.	 Colour	 Size �	

2590.1275 	 black	 36 - 47

• ��PU sole with high resistance to slip 
according to EN ISO 20345:2007-S1, SRA

• Hook and loop fasteners
• Mcc-mono coque cap
• �Replaceable ACC-Wave insole,  

Part Nr. 2590.3553 see page 50/51

Part Nr.	 Colour	 Size 

2590.31036	 black	 35 - 48

• ��PU sole with high resistance to slip 
according to EN ISO 20345:2007-S1, SRA

• Special lining absorbing perspiration, antibacterial 
• �Hook and loop fasteners
• Steel toe-cap
• Smooth leather
• �Insole with gel shock absorbing,  

Part Nr. 2590.3562 see page 50/51

Part Nr.	 Colour	 Size

2590.1272 	 black	 36 - 47
• �PU sole with high resistance to slip 

according to EN ISO 20345:2007-S1, SRA
• Mcc-mono coque cap
• �Replaceable ACC-Wave insole,  

Part Nr. 2590.3553 see page 50/51

Part Nr.	 Colour	 Size

2590.1122 	 black/green	 36 - 50

• ��PU sole with high resistance to slip 
according to EN ISO 20345:2007-S1, SRA

• Lace-up
• Nubuck
• Steel toe-cap
• �Replaceable ACC-Wave insole,  

Part Nr. 2590.3553 see page 50/51

Part Nr.	 Colour	 Size

2590.31366 	 graphite/anthracite	 36 - 47

• �PU sole with high resistance to slip 
according to EN ISO 20345:2007-S1, SRA

• Mcc-mono coque cap
• Upper material Velours
• �Replaceable ACC-Wave insole,  

Part Nr. 2590.3553 see page 50/51

DIN EN 345-S1
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Typical wearer overall resistance Rgp = 105 - 107 ohm�

ABEBA®  WOMEN‘S / MEN‘S SECURITY SHOES

Part Nr.	 Colour	 Size

2590.31000	 white	 36 - 46

• Insole made of leather
• Adjustable instep strap
• Adjustable heel strap
• Smooth leather
• Steel toe-cap

Part Nr.	 Colour	 Size

2590.31031	 white	 35 - 48

• Special lining absorbing perspiration, antibacterial
• �Replaceable insole with gel shock absorbing  

Part Nr. 3562 see page 50/51)
• Hook and loop fasteners
• Steel toe-cap
• �Security shoe according to EN ISO 20345 to 20347:2007-S1

DIN EN 345-S1

Part Nr.	 Colour	 Size

2590.31058	 white	 35 - 48

• �Smooth leather with breathable Air-Mesh textile inlays
• �Replaceable insole with gel shock absorbing  

Part Nr. 3562 see page 50/51
• �Insole with silver point
• Steel toe-cap
• �Security shoe according to EN ISO 20345 to 20347:2007-S1

Part Nr.	 Colour	 Size

2590.32174	 white	 36 - 50

• �Smooth leather with functional textile inlays
• �Special lining absorbing perspiration, breathable
• �Replaceable ACC-Wave insole, Part Nr. 2590.3580 

see page 50/51
• �Adjustable instep strap
• Steel toe-cap
• �Security shoe according to EN ISO 20345 to 

20347:2007-S1

Part Nr.	 Colour	 Size

2590.2626	 white	 36 - 52

• �Upper material Lorica, breathable
• �Replaceable ACC-Wave insole, Part Nr. 2590.3580  

see page 50/51
• �Lace fastening
• Steel toe-cap
• �Security shoe according to EN ISO 20345 to 20347:2007-S1

Part Nr.	 Colour	 Size

2590.31033	 white	 35 - 48

• �Smooth leather
• �Replaceable insole Part Nr. 2590.3555 see page 50/51
• �Special lining absorbing perspiration, antibacterial
• �Lace fastening
• Steel toe-cap
• �Security shoe according to EN ISO 20345 to 20347:2007-S2



48

Version 2012/13

Part Nr.	 Colour	 Size

2530.3650	 grey	 36 - 47

• Safety shoe from Jalas with Geox system
• �Slip resistant sole according to 

EN ISO 20345:2004, S1
• �C2 insole
• Aluminium toe-cap
• Breathable lining
• Upper part Nubuck
• �Replaceable insole Part Nr. 2530.8202

Part Nr. 	 Size

2530.8202	 36 - 47

• �C2 insole
• Temperature stabilizing
• Ergothan shock absorber

• Ankle support „Bio-control“
• Ventilating structure
• �ESD-compatible

Part Nr.	 Colour	 Size

2530.3890	 black	 36 - 47

• Safety shoe from Jalas with Geox system
• �Slip resistant sole according to 

EN ISO 20345:2004, S1
• �C2 insole
• Aluminium toe-cap
• Breathable lining
• Upper part Nubuck
• �Replaceable insole Part Nr. 2530.8202

Typical wearer overall resistance Rgp = 105 - 107 ohm

JALAS SAFETY SHOES WITH GEOX SYSTEM
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Typical wearer overall resistance   Rgp = 105 - 107 ohm�

ABEBA®  WOMEN‘S / MEN‘S SECURITY SHOES

Part Nr.	 Colour	 Size

2590.32145	 black	 36 - 50

• �Nubuck/Textile
• �Replaceable ACC-Wave insole, Part Nr. 2590.3580  

see page 50/51
• �Reflective stripes
• Steel toe-cap
• �Security shoe according to EN ISO 20345 to 20347:2007-S1

Part Nr.	 Colour	 Size

2590.32243	 black	 36 - 48

• �Smooth leather/Textile
• �Replaceable ACC-Wave insole, Part Nr. 2590.3580  

see page 50/51
• �Non-metallic safety sole
• �Reflective stripes
• Steel toe-cap
• �Security shoe according to EN ISO 20345 to 20347:2007-S1

Part Nr.	 Colour	 Size

2590.32615	 black	 36 - 50

• �Upper Material Lorica, breathable
• �Replaceable ACC-Wave insole, Part Nr. 2590.3580  

see page 50/51
• �Hook and loop fasteners
• Steel toe-cap
• �Security shoe according to EN ISO 20345 to 20347:2007-S1
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ABEBA® SPECIAL SHOES

Part Nr.	 Colour	 Size*

2590.39600	 white

*Double sizes:
35/36, 37/38, 39/40, 41/42, 43/44, 45/46
Please order the size printed in bold

Part Nr.	 Colour	 Size*

2590.39610	 blue

*Double sizes:
35/36, 37/38, 39/40, 41/42, 43/44, 45/46
Please order the size printed in bold

• �Sole with high resistance to slip 
according to EN ISO 20347:2007, SRA

• ��Autoclavable at 121°C: thermal treatment in overload 
pressure area (no additives)

• Washable at 60°C: cleaning with water, no additives
• Foldable straps

Typical wearer overall resistance Rgp = 105 - 107 ohm

ABEBA® RETROSTYLE

Part Nr.	 Colour	 Size

2590.32630	 blue	 35 - 47

Part Nr.	 Colour	 Size

2590.32640	 brown	 35 - 47

Part Nr.	 Colour	 Size

2590.32650	 black	 35 - 47

• �Smooth leather
• �Outsole with Brush-finish
• �Lining with silver point

• ��Replaceable Insole Part Nr. 2590.3551  
see page 50/51

Typical wearer overall resistance  Rgp = 105 - 107 ohm


